
HKTS 10
SIX-PIECE HOME CINEMA 
SPEAKER SYSTEM

Full-sized sound from a compact system.

The HKTS 10 from Harman Kardon. 

Four identically voice-matched satellites, 

each with a 4-inch driver and a 1-inch 

dome tweeter, to surround you with

the action. A dedicated center channel

speaker with dual, 4-inch drivers and 

a 1-inch dome tweeter to deliver crisp,

distinct dialogue. And a floor-pounding,

12-inch, 150-watt, bass-reflex, powered

subwoofer to make the excitement real.

Even the cables and wall-mounts are included.

The HKTS 10 from Harman Kardon. Prepare

to be amazed.

150-watt subwoofer

home cinema

12-inch driver

dual-midrange center

complete system
voice-matched satellites



HKTS 10
SIX-PIECE HOME CINEMA 
SPEAKER SYSTEM

Specifications

• System Frequency Response –

35Hz – 20kHz (–6dB);

Recommended Power: 10 – 110

watts (Satellites and Center):

Sensitivity: 86dB @ 1 watt/

1 meter (Satellites and Center);

Nominal Impedance: 8 ohms

(Satellites and Center) 

• General – Dimensions (H x W x D):

Satellites: 10-1/8" x 5-1/4" x 5-3/8"

(257mm x 133mm x 137mm);

Center: 5-1/16" x 16-1/2" x 5-3/16"

(128mm x 418mm x 131mm);

Subwoofer: 20-5/16" x 16-3/8" 

x 15-1/16" (515mm x 416mm 

x 382mm); Weight – Satellites: 

6.6 lb (3.0kg); Center: 10 lb (4.5kg);

Subwoofer: 40 lb (18.0kg)

[NOTE: Depth measurement includes knobs, 
buttons, terminal connections and amp
heatsink; height measurement includes feet
and chassis.] All features and specifications
are subject to change without notice.

Features

Complete Home Cinema Speaker

System Brings Cinema-Quality

Audio Into the Home • 150-Watt,

Bass-Reflex, Powered Subwoofer

With 12-Inch Driver Fills the Listening

Room With Floor-Shaking Bass •

Four Identical Satellite Speakers

Provide Seamless Transitions as

Action Pans Around the Room •

Voice-Matched, Dual-Driver, Dedicated

Center Channel Loudspeaker for

Crystal-Clear Dialogue • All

Speakers Are Magnetically Shielded

to Allow Placement Near Video

Monitors • Both Line- and Speaker-

Level Inputs for Compatibility With

Most Audio Components •

Dedicated Subwoofer Input for Use

With Digital Formats • Level

Control, Filter Switch and Phase

Switch Let You Tweak Bass

Response to Match Room Acoustics

• Subwoofer Automatically Senses

the Audio Signal and Powers On

or Off as Needed • All Speaker

Cables Are Included • Wall-Mount

Brackets Are Supplied for the

Satellites

250 Crossways Park Drive 
Woodbury, NY 11797
800-422-8027  FAX 516-682-3523
www.harmankardon.com
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